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STRONG-POINT
®
 305 STAINLESS STEEL PHILLIPS BUGLE HEAD, COARSE THREAD

Size Part# Case Qty. Description

8 x 1-1/4 814CSS 8M 305 Stainless Steel Phillips Bugle Head, Coarse Thread

8 x 1-5/8 815CSS 5M 305 Stainless Steel Phillips Bugle Head, Coarse Thread

8 x 2 820CSS 3.5M 305 Stainless Steel Phillips Bugle Head, Coarse Thread

8 x 2-1/2 822CSS 2.5M 305 Stainless Steel Phillips Bugle Head, Coarse Thread

8 x 3 830CSS 2M 305 Stainless Steel Phillips Bugle Head, Coarse Thread

Application:

Installation: A standard screw gun with torque limiting nose piece set at a maximum of 3000 RPM drive speed recommended. Use a #2 reduced 

Phillips drive bit. The fastener is completely installed when the fastener head is seated flush with the work surface. Do not over torque 

as it can cause the head to snap or damage to the work surface.

Exterior wood screw for outdoor and non-magnetic applications.

Attaches wood to wood.

Features: • Used in fencing, decks, patio furniture, spas

• For non-magnetic fastener applications like MRI and radiology construction

• High degree of corrosion resistance


